
Municipality Road Total Ask ADT
Condition 
Rank (5-1) Notes

City of Erie 

Raspberry St $184,256 3,115 Aug 2 2017 5

The route is in very poor condition. The underlying causes speak more to a lack of drainage 
than does it towards base issues. The cracking is severe and exists throughout the route. 
Rutting is identified and base failures exist.

Wesleyville

Euclid Boulevard $668,534 1229 Aug 1 2017 4

The route is in poor condition. The majority of the existing concrete pavement has joint 
issues but has not begun to heave and the representative portion of the roadway does not 

display signs of substantial vertical or horizontal movement across the slabs. There are 
large sections with substantial subsurface issues resulting in significant mid slab cracking 

and heaving. There doesn't exist any major issues with rutting. (concrete pavement)

Edinboro 

Waterford Street $100,059 702 Jul 7 2015 4

Waterford street, though the municipality did a tremendous effort of crack sealing, is in 
poor condition. There isn't substantial rutting, however, there is significant cracking 

throughout the road.  I would rate Waterford a 4

Millcreek 

Arbuckle $348,900 2712 Aug 8 2018 3
The route is in fair-poor condition with localized areas displaying significant base issues. 

The representative portion of the roadway does not display significant rutting or cracking. 

Summit  
Robinson Rd $594,352 3223 Aug 7 2018 2

The route is in good condition except for a few, small areas displaying surface failures. 
There is a relatively small amount of cracking overall and the asphalt is generally in good 

shape. There are no signs of significant rutting.

Edinboro 

Ontario Street $66,031 702 Jul 7 2015 2

 Ontario street is in fair condition. A recent seal coat likely hid much of the underlying 
concerns. There weren't and signs of rutting issues or severed subgrade issues. I would rate 

Ontario a 2.

City of Erie 

West 6th Street $391,724 7335 Aug 2 2017 4

The route is in poor condition. The city has done a tremendous job crack sealing which has 
helped sustained the integrity of the pavement. The roadway surface doesn't display any 

rutting issues, however, there is a tremendous number of surface fractures. The city didn’t 
list ada upgrades on their estimate which would be required at multiple locations. 

Millcreek 

West 32nd Street $310,635.30 6385 Aug 9th 2016 4

The route is in poor condition. The shoulders are deteriorating due partially to the inability 
of the water to reach the drainage facilities. The mainline shows near continuous signs of 
base failure. There is insufficient cross slope and inadequate or incompetent substructure 

in the outside wheel paths. 

Erie County Local Federal Aid Route Rankings FFY 2021 Erie MPO TIP
Low ADT (Below 3,346)

High ADT (Above 3,346)



5 = Very Poor 

4 = Poor

3 = Fair

2 = Good

1 = Excellent IRI <50; Cracking >5% Rutting <0.1in; Faulting <0.05in

Roadway Condition:
IRI >200; Cracking Jointed: >20% Asphalt:>25%; Rutting >0.5in; Faulting >0.20in

IRI 170-200; Cracking Jointed: 15-20% Asphalt: 20-25%; Rutting 0.4-0.5in; Faulting 0.15-0.20in

IRI 95-170; Cracking Jointed: 10-15% Asphalt: 15-20%; Rutting 0.3-0.4in; Faulting 0.1-0.15in

IRI 50-95; Cracking Jointed: 5-10% Asphalt: 5-15%; Rutting 0.1-0.2in; Faulting 0.05-0.1in


